
Inputs:   1
Outputs:   1
Gain:   8 - 26dB
Bandwidth:  470-860MHz
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This 1 input 1 output masthead amplifier is designed to mount externally or internally close to 
the aerial. Power is delivered to the amplifier via the coaxial cable output from a Masthead 
Power Supply. 

To suit all applications and locations this amplifier features variable gain control to optimise 
the signal strength. The ability to adjust the gain is a key feature as the digital signal 
strength will increase when analogue transmissions are turned off.

Filtering on the input and a fully screened enclosure helps minimise any signal interference 
from TETRA radio and GSM mobile phone transmissions.

Mount the amplifier on a vertical mast using the cable tie supplied. The Masthead should be 
at least 300mm away from the aerial to prevent any signal interference.

Alternatively the masthead can be mounted to a wall or roof joist using fixing screws 
(not supplied).

MASTHEAD AMPLIFIER
INSTALLATION INSTRUCTIONS & USER GUIDE  
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Waste electrical products should not 
be disposed of with household waste. 

Please recycle where facilities exist. Check with
your local authority for recycling advice.

MHP1INS Iss 1

■  Helpline: +44 (0) 1553 811000
■  Email: cust_serv@maxview.co.uk
■  Visit: www.maxview.co.uk
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SAFETY WARNINGS 
■ Always follow manufacturer’s operating and safety instructions when using tools and/or 
   equipment
■ Before starting work check for hidden electrical wiring or plumbing
■ To avoid injury always route cables or wiring carefully
■ Before making any connections switch electricity off at the mains
■ If in doubt consult a qualified electrician or professional aerial installler

CONNECTING ‘F’ CONNECTOR 

Specifications SPECIFICATIONS 

Noise Figure:   3.5dB
Power Requirement:  12V 50mA
TETRA Filter:  Yes
Connectors:  ‘F’ Type

This product is guaranteed against defective parts or workmanship for 5 years from time of 
purchase. This excludes any malfunction caused by improper use, accidental, storm, malicious 
damage or removal of inner casing. This does not affect your statutory rights.

GUARANTEE 

APPLICATION EXAMPLE 


