MAXVIEW...

6" Wall Fixing Kit

Use: Compatible Maxview aerials: Product dimensions: U
Mounts a TV or Radio aerial securely to a wall MXR0010 - 10 Element A & B: 152mm (6")
externally or in a loft space. MXR0034 - 14 Element C: 88mm (3.5”)
MXR0024 - 18 Element A
Features: m;ggg;g gg E:emen: Kit contents:
emen (see front of box): C.

@ Heavy duty steel construction o
Wall Fixing Bracket

@ Galvanised for improved corrosion resistance Tools reauired: ' Bolts and Nut
@ Suitable for up to 1%” diameter pole quired: “°|S and Nuts
10mm @ masonry drill bit Wall Plugs B.

10mm socket/spanner Coach Bolts and Washers

Installation instructions:

1. Mark positions for holes 2. Drill holes and insert 3. Fix wall fixing bracket 4. Fix aerial to wall fixing
using bracket as a template. wall plugs. using washers and bolts. bracket using the 'V’ bolts
and nuts. Tighten firmly.
Caution:
Parts may have sharp edges due to manufacturing process.
Contact: Gloves are recommended while you handle bracket.

Helpline: +44 (0) 1553 811000 )
Email:  support@maxview.co.uk Safety warnings:
> Before starting installation check structure is sound and check for hidden electrical wiring or

plumbing
> Always follow manufacturer’s operating and safety instructions before using tools/and or
equipment
> Observe safe working practices, tread carefully and ensure adequate lighting is available if
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Iss 1

installing in a loft space
> Make sure bracket is securely mounted to wall before attaching your TV aerial
> When working on installations outside, beware of overhead power lines
> After installation make regular maintenance checks for wear and tear

L4 J
> If in doubt consult a qualified electrician or professional aerial installer ‘z
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Maxview reserve the right to change specifications without prior notice
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